BKLOOT HydroChill HCF HCS AU NZ V114 06.20

Drip tray options Ventilation specification: Double cupboard

[ Recessed drip tray (supplied) ~ R - 60% open area, perforated or expanded metal door
spare p/n 94742 2y 250 (fond) (supplied by others)
Ambient water A
yoxo¥arers Chilled water o o - 2x cabinet floor cut-outs
Water supply Plumb to ~
Filter hoses waste | /
\ ~ 300 ) (" 2x cabinet floor ) k
p N a cut-outs ggogggggOOQ
Counter-top drip tray (optional) /\{M x 88888888888
spare p/n 96885 N\ \ S 0000920060
| o/ 2000492000y
No cut-out required 9000430000
250 (font) ; } % /4
—
\ J
Insulate all hoses to font 300 Ventilation specification: Single cupboard
| \ | \ min > \ Do not install Font directly above chiller unit. Install kit no. 93159 (supplied separately)
\ | | - Dual auxiliary fan & grille (power outlet required)
, T F-_-Irm‘-m
\ iCIearance envelope 100-|200 | - Airinlet grille
: : min Ciearance
| | ; (" 2x vent grille cut-outs )
| ~ W g . L 28
| ! %ﬂ_ﬁf . @/ (" Dualfan )
. min clearance ) O @ |min clearance I \- = == | S5 Ssc
] | (" Cabinet floor | ooe=sg |
I
i Overflow to
: drain or tundish
: (option)
H
‘ i
LD | 93P AN/
o | Filter | ?
: : : Clearance
! . Model Width Depth Height above chiller
: 5 Mains
: =7 water HCF090 333 407 610 100
: R : supply
y . — HCF120 425 425 650 200
Cabinet floor cut-outs 140 HCF200 47 > 45 200

All dimensions in millimetres
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